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INSTALLATION AMPLIFIERS 
iA Installation Ampli�ers
The amplifiers for professional contractors.

100 V amplifiers with a selectable output power configuration. Fan cooling system, Phoenix output connectors, 

balanced XLR input and link output connectors with ground lift; 24V DC power supply. These amplifiers are

designed to work under hard conditions and require the minimum maintenance after installation. 

For medium and large public address and voice evacuation systems.

iA240 iA360
Output power 240 W 360 W 
AC power consumption 720  W 1080  W
DC power consumption 360  W 540  W
Power supply ~220 V / 50 Hz or 24 V DC ~220 V / 50 Hz or 24 V DC
Outputs Speaker  - 100 V (41 Ω), 70 V (21 Ω),  31 V (4 Ω) (Phoenix), Link (Balanced XLR) Speaker  - 100 V (27,8 Ω), 70 V (13,6 Ω),   38V (4 Ω) (Phoenix), Link (Balanced XLR)
Inputs Input (Balanced XLR) Input (Balanced XLR)
Frequency response 70 Hz - 18 kHz 70 Hz - 18 kHz
THD Less than 1,0% Less than 1,0%
Signal/ noise ratio >90 dB >90 dB

Inputs
Sensitivity - 0 dB,
impedance -10 kΩ 

Sensitivity - 0 dB, 
Impedance - 10 kΩ 

Gain Control -12 dB to 0 dB -12 dB to 0 dB
-3 dB  (at 400 Hz) -3 dB  (at 400 Hz)

Cooling Fan Fan
Operating temp / humidity 0°C to 40°C at 95 % at non-condensing 0°C to 40°C at 95 % at non-condensing
Dimensions 88 mm × 482 mm × 340 mm 88 mm × 482 mm × 340 mm
Weight 13,87 kg 15,16 kg
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INSTALLATION AMPLIFIERS

iA Installation Ampli�ers
The amplifiers for contractors.

Two and four channel amplifiers for 100V, 70V and 4 Ω sound system lines. Switching power supply, input gain control, 

dual or single input mode, output configuration selector, HP filter, phoenix output connectors. Fan powered cooling 

system, rack mount. The iA amplifiers are made for operation under hard conditions and require minimum maintenance 

after installation. These amplifiers are used in a medium and large public address and voice evacuation systems. 

Technical Specifications iA2X250 iA4X125

Output power 2X250 W 4X125 W

AC power consumption 640 VA 660 VA

Power suply ~ 230 V / 50 Hz ~ 230 V / 50 Hz

Stand by power consum 65 VA 80 VA

Outputs Selectable output 4 Ω, 70 V or 100 V, Connectors - Screw terminal

Inputs Sensitivity - 0 dBu, Impedance 10 kΩ, Connectors - Balanced XLR

Frequency response 20 Hz - 20 kHz 20 Hz - 20 kHz

THD 0,1 % 0,1 %

Signal / noise ratio 95 dB 95 dB

Controls Power switch, input gain, input mode, output configuration, HP filter

Indicators Signal, protection, output configuration Signal, protection, output configuration

Cooling Fan forced air Fan forced air

Dimensions 432 mm x 88 mm x 350 mm 432 mm x 88 mm x 425 mm

Weight 7,4 kg 9,7 kg

iA4X125

iA2X250


