Professional Office Telecom Headset tele.com

The JPL-612 is a professional office and contact
centre headset suitable for all day use. The JPL-612 Microphone:

features an aluminium bracket housing. Impedance: 2.2kQ

Sensitivity: -32dB + 3dB at 1kHz

Directivity: Bi-directional
JPL-612PM

Frequency Range: 50Hz~20kHz + 6dB

- Single ordual ear
- Left/right ear side compatible

~ Noise cancelling microphone with static shock Distortion: Less than 3%
protection Power Supply: 3V DC
- Wideband enabled speakers with acoustic shock S/N Ratio: More than 58dB
protection
- ‘Put and stay’ ratchet microphone boom arm Speaker:
_ Overhead band Impedance: 150Q + 15% at 1kHz
Sensitivity: 93 +3dB at 1kHz 60mV Input

- Sure-fit fully adjustable headband

- Mid-weight Headset, ~ 74g / ~108g

- Leatherette & foam ear cushions included
- Flat, PLX or GN compatible QD options**
- Clothing clip included

Max Input Power: 100mV
Frequency Range: 100Hz~6,800Hz
Distortion: Less 3% at 1kHz 60mV

- Headset storage bag and hanging hook included

JPL-612PB

- Full range of bottom leads available

- 24 Month repair or replacement warranty

PLANTRONICS FOAM CUSHION & HEADSET BAG &
OR JABRA CLOTHING CLIP HANGING HOOK
COMPATIBLE QD

o

NOTE: The bottom telephone connection lead is
additional.

* Available to buy separately
**GN QD available on special request

Upgrade your JPL headset by adding
the NEW ‘EC-12° 70mm ear cushion

EC-12

The NEW ‘EC-12’ 70mm ear cushion fits simply onto
our JPL-601, JPL-602, JPL-603, JPL-604, JPL-606,
JPL-607 and JPL-611 headsets, surrounding your ear
with the large cushion to allow you to concentrate
on the call and not be distracted by conversations
around you. Once you have removed the existing
ear cushion, the NEW ‘EC-12" 70mm ear cushion
simply clips onto the speaker holder.
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